
  

  

  

 
   4000Topאל פסק מסדרת 

  :תכונות  
 2 in 1  Tower & Rack  
   .און ליין המרה כפולה גל סינוס טהור 

  . חיבור לשקע כח רגיל
  HOT SWAPPABLE  מגירת מצברים נשלפת 

   .Eco mode במצב של  97%- נצילות גבוהה 
  .-BY PASSעוקף סטטי  
  .תחום מתח כניסה רחב מאוד 
  PFC – input power factor correction.  

  . קצר והתחממות יתר,  הגנה בפני עומס יתר
   . התנעה קרה

  , כניסהומוצא  תדירות, עומס,מוצא  \  מתח כניסה– לקבלת חיווי LCDצג  
  . התראת תקלה, סטטוס מצברים   
  מגע יבש 

    מתאים לעבודה עם גנרטור
  . ברשתwin שרתי ר הורדה של  מאפשLinux, Novell, Win - להורדהתוכנת  
 

 

 
  
 

TOP4000 MODEL 
On line Double Conversion Topology 

138V to 300V (0~60% load), 138~161V to 300V (60%~80% load) 
161~ 184V to 300~286v (80%~100% load) 

Input voltage range 

230+/-10%VAC (adjustable) Bypass voltage range 
50/60 Hz+/-5 Hz (auto sensing) Input frequency 

>0.98@ full load Input power factor 

INPUT 

4KVA VA 
2800W Watt 

220/230/240 vac  + 1% Voltage 
Pure sine wave Out put waveform 

THD<3% @ linear load    THD< =6% @ non – linear load Harmonic distortion (line mode) 
50/60 Hz+ 0.1 Hz Out put frequency (battery mode) 

3:1 Current crest ratio 
Line mode: 

Over 110% for 2 mins ,then transfer to bypass and alarm 
Over 150% for 1s , then transfer to bypass and turn off output 

After 1 min and alarm, 
Battery mode: 

Over 110% for 30s ,then turn off output and alarm 
Over 120% for 1s ,then turn off output and alarm 

Overload capacity 

OUTPUT 

0 ms AC  to DC TRANSFER TIME 
>93% Inverter mode 
>92% Battery  mode 
>97% Eco mode 

EFFICIENCY 

3 hours to 90% for internal batteries; Typical racharge 
yes Temp compensation 

2A for internal batteries; 6A max. (Adjustable) Charge current 

BATTERY 

RS232+Dry contact (DB9) Interface port(s) 
WebPower SNMP card /AS400 Relay card Optional cards 

Information for load / battery / input/ output and operating Mode LCD display 
Actively audible alarm for utility failed/ battery low / overload condition Audible alarm 

yes Silence switch 
yes EPO 

COMMUNICATE 
&INTERFACE 

<52Db@1Meter Noice level  
0-1,500m@ 0-40°C / 1,501- 3,000m @0-35° C Operating temp 

-20°C~ 55°C Storage temp 
0~95% humidity, non- condensing Relative humidity 

3,000 meters Operating elevation 

ENVIRONMENTAL 

Rack& Tower (2- in –1) installation 
585x438x86.2mm Dimension Tower model (DxWxH) 

585x 438x86.2 2U Dimension Rack Mount 
19" model (DxWxH) 

31.8kg Net weight(Kg) 

PHYSICAL 

CE safety 
EN 50091-2, EN 55022, EN 61000-4-2 Level 4 (ESD) 

EN 61000-4-3 Level 3, EN 61000-4-4 Level 3 
En 61000-4-5 Level 4 (Surge) 

EMC 
OTHERS 

 

SPECIFICATIONS  


